
Materiais e acabamentos - Materials and

Stainless steel AISI 316 L
Internal polishing RA � 0,4 µm
External satining RA � 0,8 µm
Zero grinding of weldings.

Detalhes Técnicos - TECHNICAL DETAILS

Opcionais - Options
Discharging valve with
opening/closing actuator
Discharging valve with adaptor
for automatic command in
discharging points
Deceleration controlled
discharging system “Jumper 150”
operated through the alternate
and controlled opening of several
pneumatic sleeves distributed
along the piping length

Aço Inox 316L
Polimento interno RA =<0.4 um
Externo Acetinado RA =<0.8 um
Solda completamente polida
.

Válvula de descarga com atuador
abre/fecha.
Comando da válvula de descarga
com adaptador automático nos
pontos de descarga.
Adaptador de descarga com
desacelerador de queda “Jumper
150” operado através de controle
de abertura alternada por várias
luvas pneumáticas distribuídas ao
longo da tubulação de descida.
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Sistema decelerador para controle de descarga “ Jumper 150” operado através
de controle de abertura alternada por várias luvas pneumáticas distribuídas ao
longo da tubulação, que no começo prende o saco de polietileno pela abertura
alternativa permite que o fluxo de produto caia apenas uma pequena distancia. As
luvas pneumáticas têm uma proteção dura de nylon e luvas em silicone. A
verificação é feita através de um sistema elétrico, que pode ser ajustado em ciclos
de abertura e fechamento através de um painel de controle. A automação da lógica
de abertura pode ser feita através de um “PLC”.

Deceleration controlled discharging system “ Jumper 150” operated through the
alternate and controlled opening of several pneumatic sleeves distributed along the
piping length, that at the beginning fasten the liner in polyethylene and by opening
alternatively make the product flow away by making it falling down for short
distance. The pneumatic sleeves have a hardened nylon protection and the sleeve
in silicone. The check is executed through an electric system, while for the
adjustment of the opening and closing times it is installed a membrane operator
panel. The logic management is through a “PLC”.

Estação descarga mod SSB-T

Discharge Station mod. SSB-T


